1001t
2001 t. BMP

CARTAGE TANK

(100 LITRES - 22 GALLONS)
(200 LITRES - 44 GALLONS)

w

- BRASS OUTLET
19mm/25mm
WCT l

- 470 ——

WC18
|--——-——— 350 —-——-(
W8 WC1A
WC1A WCT | e———— 40 — |
+ + Code No. WC18
sl e 100 Litres
H — 500
[ seaid0
510 480 - W—700
' Code No. WC1 Code No. WC1A
M°g§§g“‘3 200 Litres 200 Litres
BOLT BOLT H— 620 H— 550
+ + L — 840 L —900
Wieen 710 W — 850
Old Style New Style
110
. PAGES



300L
450L. BMP

CARTAGE TANK

(300 LITRES - 66 GALLONS
(450 LITRES - 100 GALLONS)

L

300 LITRE l"'l——— 430 —-—-—-—l-|

300 LITRE
450 LITRE
} &
BOLT
610
BOLT
v 8
PAGE 10

400L. BMP

CENTRES

MOUNTING
BASE

+.

BOLT

BOLT

130

w

’/BRASS OUTLET
38mm/32mm

I"'_— 610 ——"'—'—"'I 450 LITRE

Code No. WC2
300 Litres

H - 700
L - 1000
W - 920

Code No. WC16
450 Litres

H - 700
L= L F0
W - 920



CARTAGE TANK

(400 LITRES - 88 GALLONS)

i

A
.

1 ; 2. L
|/ BRASS OUTLET

38mm/32mm

b
w

‘4———— 500 ————a-l

CENTRES
+ +
BOLT BOLT
MOUNTING
BASE 580
Code No. WC3
400 Litres
BOLT BOLT
H - 940
% + | L 820
W - 1045
| 100 |

- -



500L 600L.BMP

CARTAGE TANK

(500 LITRES - 109 GALLONS)
(600 LITRES - 131 GALLONS)

L \I/

‘1——w—- 600 *w——u—*‘

+

BOLT

640

BOLT

700 900
1000L. BMP

CENTRES

MOUNTING
BASE

+
BOLT

BOLT

120

w

BRASS OUTLET
38mm/32mm

Code No. WC 4
500 Litres

H - 870

L~ 1200

W -1000

Code No. WC 5
600 Litres

H - 950

L -1200

W- 1000

DAMRC 14



CARTAGE TANK

(700 LITRES — 154 GALLONS)
(900 LITRES — 200 GALLONS)
(1000 LITRES — 222 GALLONS)

w »
BRASS OUTLET \ Code No. WC17
38mm/32mm |

700 Litres

H — 800
L — 1500

- 760 —/—4m—» W — 1150
WC17 WC6

CENTRES Code No. WC6
aL: 3 900 Litres

BOLT BOLT H — 990

L — 1550
W — 1220

+— 900
WC20

Y

Code No. WC20
MOUNTING 1000 Litres

BASE
H—990
BOLT BOLT

L — 1630
Y i o W — 1220

PAGE 12

1200 1500
1800 2200
L. BMP



CARTAGE TANKS

(1200, 1500, 1800, 2200 LITRES)

L
Code No. H L w /
WC7 1200 900 1970 1300
wCs 1500 1100 1970 1300 Note: All fibre furn tanks internal
wcC9 1800 1250 1970 1300 walls are coated with food grade
WC15 2200 1250 2320 1280 gelcoat.
A MOUNTING
i +
BOLT BASE BOLT
1020
- -
WC7, WC8, WC9 I 27(
770
}‘- 1340 -
BOLT s BOLT
I ) CENTRES ¢
PAGE 13
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CARTAGE TANKS

(2700 LITRES)

Code No. WC10 et
700 Litres )
3“ N B W - 1540 140
N
+
;T BOLT
MOUNTING
BASE
270
1030
WE RESERVE THE
D ATIONS O
| N (N . MODISICA;IRONS
B‘OFT CENTRES wln;ol#cs " E_0+L_T

mAAE 44



36361t 45501t 55001t.JPG

CARTAGE TANKS

3636, 4550 and 5500 LITRES
(800, 1000 and 1209 GALLONS)

FIBRE FURN TANKS _H
)
Omm BRASS OUTLET
Code No.
WC11 3636 LITRES
wC12 4550 Ll;ggg ¥ ] W 200
wC19 5500 LI
1220 2700 2020 \
- 1410 2700 2020 | - f
BOLT MOUNTING 1600 2700 QQZO BOLT
BASE All measurements in mm
1470
|200
|+ 1620 ___I
BaLT CENTRES BOLT
—+ i “




68001t 9000It.JPG

LARGE HEAVY DUTY CARTING TANKS

Yy

e //,;u'r AWAY ILLUSTRATE)N’///"
\*}.Q—/// .
ENGINEERING EXCELLENCE IN TOTAL DESIGN

® Multiple internal baffles for greater strength
® Baffles minimise wave motion.
Code No. @ Floor design facilitates drainage of contents.
WC21 6800 Litres (1500 Gallons) @ 8mm wall thickness ensures a long life.
WC22 9000 Litres (2000 Gallons) @ Black internal walls prevents algae growth.
® 50mm Brass Outlet.

| 200 |
H L w [
-+ + | 1600 3350 2020 | +
BOLT MOUNTING ol | 1600 4350 2020 | soLr
BASE
1470
|200
| 680101:I2.(i)l'res 1 1120 L|
1630 Sl i
B_CI’_LT 9000 Litres EEIJLT 1630 B_Cl)_LT |




tt combo.BMP

TANK & TROUGH
COMBINATION

Eye - bolts for tying
down tank against
wind.,

Ground level inlet Baviced
imi arricade
eliminates overhead accumulated sediment to be

TOTAL CAPACH'Y supply hose. H

Strong moulded
construction.

Black interior to prevent
Algae growth and ensure
longer life.

Trough size carefully
designed to prevent
potential stock loss

The unique design of the
Drain trough ball float well and
position of drain plug allows

D easily cleaned out.

Code: TT1 2600 Litres (575 Galls) 920 2570
TT2 4550 Litres (1000 Galls) 1830 2570
TT3 6800 Litres (1500 Galls) 2440 2570
TT4 2250 Litres (500 Galls) 1830 1740

MODELS FEATURE

BALL FLOAT WELL .
and
TROUGH BARRICADE

Drain plug positioned away from clean
water outlet for easier cleaning.

Ball float positioned to allow for sediment.
All ball floats are low pressure.

Ball float well for easy access.

Dropped well leading to drain plug for
easy cleaning.

Moulded ball float cover with locking
provisions. Easily accessible.

Unique lip below trough for added
strength. PAGE 5



trough.BMP

Code
Length
Width
Depth

Code
Length
Width
Depth

Code
Length
Width
Depth

PAGE 6

FIBREGLASS
SHEEP TROUGHS

High Quality Troughing

Features include

Ball float, drain plug, hinged ball float cover with
locking provisions.

Easy cleaning, maintenance free.

Mounted on it's own legs to minimise soil
build up.

Sweep out end for rapid cleaning.

All ball floats

are low pressure

High pressure available
on request



spares . BMP

ACCESSORIES &
SPARE PARTS

BRASS FITTINGS
Flanged outlet Special Flanged Fittings
complete with backing  19mm F x 25mm M x 44mm
nuts 32mm F x 38mm M x 44mm
25mm x 125mm 38mm F x 50mm M x 44mm

50mm x 125mm
75mm x 125mm

SCREW TOP LIDS
3 Sizes
215 mm
320 mm
415 mm

STEEL SKID FRAMES AVAILABLE

Hose reel complete with 26mm hose and nozzle ggogflg ggggbﬁi‘%‘%ﬁ CARRIERS

DAMRE 418




